ABSTRACT. This paper presents a research about the monotonic and failure behaviours of bolted joints made of thin plates of S350GD and S355MC steels grades applied for rack structures. A full factorial matrix of static monotonic tests was performed considering two joints configurations, two material thicknesses, three surface coatings and two preload levels. Slip tests were also performed according to the EN 1090-2 standard to evaluate joint slip factors for the three material surface conditions. Numerical simulations of static tests were also performed using J2 plasticity and compared with experimental data. From experimental results, it is verified that increasing thickness and preload results an increasing of failure loads and sliding loads, respectively. Slip tests revealed the lowest slip factors for the painted specimens, followed by uncoated specimens and the higher slip factor was verified for zinc-coated specimens. Regarding failure modes, it verified that the S355MC specimens with single connection fractured by shear, while the S350GD specimens fractured from splitting and shear. In addition, for specimens with multiple connections for both materials, the failure occurred in net cross-section. The FE results reproduced conveniently the ultimate loads as well as the failure modes, including the clamping and friction effects.
INTRODUCTION
ver the years the advances in investigation of manufacturing processes of cold-formed steels and the development of new technologies able to follow customers' requirements have allowed the used of cold-formed steel sections in various industry sectors. Due to the manufacturing process of cold-formed steel profiles, it is possible to obtain sections with mechanical characteristics optimized for the structural design with significant weight reduction. Cold-formed steel sections have been applied in energy (e.g. electricity) distribution industry, telecommunications transmission towers and automotive industry (e.g. frames for cars, buses, trains, etc). Moreover, coldformed steel sections are also used in rack structures applied in logistics warehouses where "storage and retrieval" (S/R) machines carry weighty goods at high speed over these structures in "7days-24 hours" economy. For this reason, loading conditions on this type of rack structures and their auxiliary components are not anymore quasi-static but dynamic, and cold-formed steel structural details may be subjected to load cycles in the order of 0.5 million/year. Currently, the EN 1993-1-3 standard only covers static design of structural solutions made of cold-formed thin-walled profiles. Because of this reason, FASTCOLD European project aims at providing rules for fatigue design of cold-formed steel members, with special focus on logistics industry. Cold-formed steel members are characterized by thin-walled sections and they are very often supplied with zinc coating. The connections between those members, mostly bolted connections, could be one of the critical locations that need to be conveniently addressed by research. Those connections are characterized by thin adjoining plates and different surface coatings could be used (e.g. zinc coating). Distinct preloads could be applied in practice since industrial practice, for example in rack structures, does not use controlled preloaded bolted joints. Instead, many times snug tight bolted joints are used. Fully threaded bolts (small shank lengths), associated to relative low preloads and low friction, leads to joint slipping and consequent inner hole surface indentation and damage. Therefore, research on bolted joints behaviour considering the previous specificities have been identified as a need to improve the existing rules for both static and fatigue behaviours. In this paper, the monotonic/static behaviours will be addressed. Many researchers have been studying bolted connections in order to develop novel solutions or to improve existing solutions. In general, bolted joints provide many advantages in relation to other joining solutions, such as the good fatigue capacity, especially when using high-preloaded bolts, energy saving, usage of less skilled labour and adaptations. In addition to reasons mentioned, this type of connections is less dangerous for workers, so there is no risk of fire during erection works. However, bolted connections may have some disadvantages such as torque loss due excessive vibrations, which is a risk for structural integrity, the demanding positioning of the holes in the plates in the manufacturing processes and a greater control to selection the cross-section [1] . Although these shortcomings, bolted joints are a joining technique very common, but due its complex behaviour, they are still a subject of research around the world. General studies about the bolted connections strength, may include several particular research topics, such as the slip resistance of the bolted joints with the identification of respective slip factors for different surface conditions [2] , the bearing strength at bolt holes with [3] and without [4] hole-bolt clearances for several connection geometries (end distance and bolt pitch). In addition to experimental tests, various authors have also been studied the behaviour of bolted joints by using numerical models. Chung [3] carried out a numerical model of bolted connections on cold-formed steel to evaluate the failure modes using lap shear tests. Silva [5] performed a numerical study with FEM using ANSYS, comparing the fatigue strength between riveted and bolted connections through experimental tests and numerical models. More recently, Rodrigues et al. [1] carried out the study on double shear bolted joints, investigating the influence of the friction coefficient and they present a discussion about the evolution of the linear-elastic stress concentration factors. In this research work, the static monotonic behaviour of double-shear bolted butt joints with different clamping stresses (e.g. snug tight bolts, high preloaded bolts) are investigated, addressing particularly the failure modes. Besides static monotonic tests, slip factors are also evaluated by slip monotonic tests. Despite being a topic intensively investigated either experimentally or numerically [6, 7] , this subject is revisited with a new testing campaign using relevant materials for rack structures, exploring the following aspects: i) use of thin plates (2-3 mm), which are less common in other types of structures; ii) effect of the preload levels; iii) effect of different surface coatings; iv) FE numerical modelling. This work has been performed as a contribution for the FASTCOLD project and is considered as first step of the research preceding a fatigue characterization, under progress with similar bolted joints.
O

MATERIALS AND EXPERIMENTAL DETAILS
he purpose of this research is evaluating the mechanical behaviour of double-shear bolted joints, when they are loaded under tension, resulting on sliding between the cover/side plates and middle plates, which will result in posterior plastic failure by plate bearing or shearing.
Basic materials description
Two steel grades with very similar tensile and yield strengths, namely the S355MC and S350GD steels were investigated. The S355MC is a low-alloy mild steel, thermomechanically-rolled exhibiting outstanding formability; the S355MC is used for cold-forming, replacing conventional construction steel where high strength is paramount. In addition, S355MC is easily galvanized and welded. In other hand, S350GD is a zinc coated mild steel, which is obtained by hot-dip galvanization processes, providing it a good corrosion resistance. Tab.1 shows the chemical composition and the typical mechanical properties for S355MC and S350GD steels in accordance to the EN 10149 and EN 10346 standards, respectively. S350GD steel was also supplied with a painting coating, namely HEMPEL HEMPADUR 15553 (60µm) plus HEMPEL HEMPATEX ENAMEL 56360 (60µm). HEMPADUR 15553 is a two-component epoxy paint, which has good abrasion and impact resistance and well adherence properties. It is usually applied like primary paint over galvanized steel, aluminium, and stainless steel surfaces. HEMPADUR 15553 is also suitable when it is necessary to increase the roughening on surfaces. Moreover, HEMPADUR 15553 may be used as a low flame spread material. HEMPATEX ENAMEL 56360 is used as a finishing coating based on acrylic resin and non-chlorinated plasticizer. It is also resistant to salt water, splashes of aliphatic hydrocarbons and animal and vegetable oils. HEMPADUR 15553 and HEMPATEX ENAMEL 56360 are usually applied in moderately to severely corrosive environments. 
Experimental details description
Monotonic static tests were performed on double-shear bolted butt joints to evaluate the influence of the connection geometry, bolt preloads, surface treatments, and the plate thickness effects in the mechanical strength and failure modes. Thus, several tests were performed with M16x30 bolts (DIN933, Grade 8.8), M16 washer (DIN 125) and M16 nuts (Grade 8). Two types of geometries (1+1 and 4+4 bolts), two preload levels (70%Fu e 25%×70%Fu), three different surface finishing (uncoated, zinc coated and zinc coated plus painted), and two plate thickness (2 and 3mm) were considered, with three repetitions for each set, resulting into 72 monotonic static tests. The lowest preload level is T proposed to represent non-preloaded bolted joints often used in rack structures and often called as snug-tight bolted joints. Fig. 1 shows the experimental setup used to perform the slip tests, its respective scheme and the dimensions of the tested specimens. In addition, the geometry data were listed in order to evaluate the influence of geometry and hole locations on failure modes. Tab. 2 shows the geometric parameters used and Fig. 2 illustrates them. Dhole parameter corresponds to the plate hole diameters, e1 the end distance, e2 the edge distance and p1 and p2 the distances between centres of holes. Tab. 2 summarizes the series of specimens that were tested for two preloads and 3 repetitions (12×2×3=72 tests), where the first letter in specimen reference is related to the type of test (S-static), the second letter is the type of connection (S-single; M-multiple), the third letter is the type of coating (C-uncoated, Z-zinc coated and P-zinc coated plus painted); lastly, the numbers 2 or 3 in specimens reference are related to plate thickness in mm. Besides the static tests, monotonic slip tests were also performed in accordance to the EN1090-2 standard [8] . The main goal of the slip tests was to evaluate the slip factors for three surface conditions mentioned before and the comparison of the obtained slip factors with static friction coefficients estimated by load-displacement curves obtained in monotonic static tests. The chosen parameters for the slip tests were: one preload level (70% of bolt ultimate tensile resistance, Fu) and the three surface conditions already mentioned. A total of five repetitions for each type of surface finishing were performed, resulting in 15 slip tests. According to EN 1090-2 standard, the slip factors shall be evaluated for a sliding load correspondent to 0.15mm measured with LVDTs. LVDTs with a stroke limit of +/-5mm were used to evaluate the relative displacement between the exterior and interior plates of the joints. Fig. 3 shows the experimental setup used to perform the slip tests, its respective scheme and the dimensions of the tested specimens. 
where the slip F is the load applied by machine test leading to slip, bolt n is the number of bolts, shear planes n is the number of shear planes (equal to 2), preload F is the preload applied to the connection, slip AVG µ is the average value and µ S the standard deviation of the slip factors obtained for all the tests. In accordance to EN 1090-2 standard, preload force may be applied from different methods: torque method; combined method; HRC method or direct tension indicator method. In this study, torque method was considered, and the calibration of the preload level was performed. The torque clamping, clamping M , is related with bolt nominal diameter bolt d , preload force and the calibration coefficient C as shown in Eqn. (3) . Before performing the monotonic static and slip tests, the calibration of the preload level for two preloads was measured in order to obtain the calibration coefficient C , using a dedicated load cell. The results confirmed a coefficient C equal to 0.2. In addition, tensile tests on samples of the steel grades used in the bolted joints were also performed to evaluate the differences on their mechanical behaviours. Tensile tests were performed with extensometer with gauge length equal to 50 mm. 
NUMERICAL MODEL DESCRIPTION
he finite element method was used to simulate the behaviour of the bolted connections. The main goal of this study was to determine the ultimate strength of the joints and then compare it with the average ultimate loads obtained by experimental tests. ANSYS 18.2 was used in this study and the components of the joints were modelled with hexahedral meshes composed by 20-noded solid elements (SOLID186). Contact surface elements (CONTA174 and TARGE170) composed by 8 nodes were also used to model the friction/contact behaviour between sliding faces of the plates and fastening. PRETS179 elements were inserted on middle of bolt body to apply the bolt pretension. The used numerical models are detailed below.
T
Finite element modelling and parameters of the numerical models
The tested bolted connections (1+1 and 4+4 bolts arrangements) were modelled. Good practice developed in a previous research by some of the authors was followed in this research [1] . Fig. 4 A and B show the FE models of the 1+1 and 4+4 connections, respectively. Due the physical and geometry symmetry, only 1/4 numerical models were modelled, in order to reduce the computational costs of the simulations. This step was possible by the imposition of null displacements in the direction perpendicular to the planes of the symmetry (X and Y axes). Regarding the mesh, a refinement of the finite element mesh was carried out in the proximity of the holes due to the expected higher stress concentration. In addition, full bolt geometry was considered, simplifying the bolt thread by a smooth cylindrical shape. Contact pairs were used for all the contact possibilities that exist in the numerical model. Moreover, surface-to-surface contact option was used to impose the contact among Gauss points of the elements. Before modelling the contact pairs, it is necessary to identify the potential interactions between bodies. In summary, the following contact pairs were established: the contact between cover plates and middle plate, contact between bolt head and superior cover plate, contact between washer and inferior cover plate and the bolt shank and the holes of the three plates (cover and middle plates). In addition, it should be highlighted that all middle plate surfaces were meshed with CONTA174 elements and all fastening bolt contact surfaces were meshed by TARGE170. However, the hole contact surfaces of cover plates were meshed with CONTA174 elements, while the cover plate surfaces in contact with middle plate were meshed with TARGE170 elements. The contact between elements was considered flexible-flexible. Simulations were performed using Lagrange contact algorithm. This requires the definition of the contact stiffness and the interpenetration tolerance of the contact pairs to be applied in the normal direction to the contact surface. The contact stiffness was estimated by ANSYS, and it was based on elastic properties of the contact bodies which could be affected by a multiplicative factor, defined by the FTOLN parameter and is also a multiplicative factor to be applied to the thickness of the first layer of solid elements in contact for penetration tolerance. According to Silva [5] , the amount of penetration between the contact surfaces depends on the value of the normal contact stiffness. For high stiffness values, there is a reduction in penetration, increasing the convergence difficulties of the contact algorithm. Low stiffness values can lead to high penetrations, thus producing less precise solutions. In this way, a sufficiently high stiffness is intended to reduce interpenetration between elements to acceptable values, ensuring convergence to the solution in a timely manner. According to the study carried out by Silva [1] [5], the optimal values for these parameters are as follows: FKN (contact stiffness factor) equal to 0.1 and FTOLN (penetration tolerance factor) equal to 0.1. These values were used in the present study. The initial penetration that may occur was ignored; anyway it is expected that does not exist any problems with this consideration because the finite elements are quadratic and can represent the real geometric hole. The materials (S355MC and S350GD) were modelled with elastoplastic behaviour. It was adopted the Von Mises yield criterion, with isotropic hardening defined by multilinear law. The uniaxial engineering stress-strain curve was adopted according to experimental data obtained by tensile tests performed in this research. As regards the bolts behaviour, elastic behaviour was adopted taking into account that the ultimate load of bolt is greater than plate materials and the failure occurred in the plates. Tab. 3 summarizes the parameters used in constitutive law of the materials. Regarding friction modelling, the Coulomb friction model was taken into account as provided by ANSYS 18.2 code. The friction law was based on Eqn. (4):
where act µ is the current friction coefficient, taking value equal to static friction coefficient, stat µ , before the sliding, dyn µ is the dynamic friction coefficient, Fact is the ratio between stat µ and dyn µ , Dc is the exponent of decay, and rel v is the relative velocity between element faces. Due to lack of knowledge of some data like the exponent of decay, the Eqn. (4) was simplified, considering the exponent of decay equals to 0, becoming the Eqn. The relationship between the static and dynamic friction coefficients, Fact , was estimated from experimental data. Thus, when the static friction load is reached, the sliding occurs. After this load level, the transition between static to dynamic friction coefficient is immediately, so the numerical sliding limit load can be incorrectly measured for situations where the Fact is relatively high. The static friction coefficient can be obtained from the first peak load on the experimental curve and the dynamic coefficient from the following load drop and respective load valley. For cases where the transition is not abrupt, Fact is very close to 1, verifying that differences between numerical and experimental sliding loads are lower. Figure 4 : Typical FE mesh of two specimens, 1+1 bolts, 2mm thick (left) and 4+4 bolts, 3mm thick (right). Red arrows mean the boundary conditions (displacement constraints due to symmetry ( X Y u =u =0 ) and displacement loading). Blue arrows intend to show in more detail the mesh of some joint components. 
Preload application
Many studies explain some ways to model the clamping stresses in bolted connections. According to Montgomery [9] and Kim et al. [10] , one of the following processes can be used to model clamping stresses: thermal deformation, with constraint equations or by imposing initial deformations. According to the thermal deformation method, the pre-stress on bolt is generated from temperature variations and orthotropic thermal expansion coefficients to the bolt body [8, 9] , while the initial deformation method allows imposing the initial displacement on bolt, becoming this method more direct than thermal deformation method. Although the mentioned methods presented their advantages, it is necessary to perform a previous calibration analysis of the parameters. In accordance to Zhang [11] there are two additional methods to apply the preload on bolts. The first one is using the pretension element method, which is a method where PRETS179 elements (provided by ANSYS) are applied directly on bolt sections previously defined. The preload force is imposed in first load step, and kept for the next load steps, reducing the work time. Another way to apply the preload is by the tightening method. In this method, the threads and helix angle geometries are considered, becoming the computation efficiency very low; however, computation results are more accurate and local contact stress can be obtained. Results by Zhang [11] showed that the pretension element method is enough and can reproduce good numerical results taken into account its simplicity. For these reasons, this method will be used to model the clamping torque on bolts.
Displacements application
The imposed displacement values are very important because these values should be chosen in order to cover the joint behaviour until ultimate loads are achieved. The adopted displacement values were about 17 and 12 mm for single and multiple connections, respectively. The displacements were defined in the longitudinal axis, X. Also displacements were applied in Z direction on the free nodes of the clamping grips of the testing machine, as signalized in red line/arrows in Fig. 4 . The imposed displacements together with the symmetry boundary conditions impeded any rotation of the specimen ends as occurred in the gripping provided by the machine.
RESULTS AND DISCUSSION
nitially and due a lack of knowledge about mechanical behaviour of the two steel grades, preliminary tensile tests were performed in order to obtain more information that will be very useful for correct modelling of the joints and to explain some differences between the two steel grades. Fig. 5 (left) illustrates uniaxial engineering stress-strain curves for S355MC (blue) and S350GD (red); Fig. 5 (right) shows the final aspect of the tested specimens. Regarding to the experimental curves, they show that the S350GD has some differences in comparison with S355MC steel. Firstly, S350GD has an ultimate strength lower than S355MC however the S350GD showed greater ductility. Zinc coated steel does not present yield plateau like S355MC. The yield plateau is a typical characteristic of the hot-rolled steels, while the transition from elastic to plastic behaviour without a perfectly defined point is characteristic of the cold-formed steels [12, 13] . As regards the failure modes of tensile specimens, Fig. 5 (right) , both steels show a typical mild-steels failure behaviour with necking followed by final perpendicular to slightly inclined to loading direction cracking. Regarding the slip tests, sliding forces ( slip F ) measured between plates with LVDTs were used to compute the slip factor values ( slip µ ). Slip factors for each test were calculated using Eqn. (1) . In addition, the characteristic values of the slip factors were also calculated according to Eqn. (2), taken into account the average and standard deviation of the slip factors calculated previously. Tab. 4 shows the sliding forces, slip factors and their correspondent coefficient of variations, CoV, for the three tested surface treatments. Results showed that zinc and zinc plus paint coatings resulted in the greatest and the lowest slip factors, respectively. From Tab. 4 is also possible to verify that the coefficient of variations were relatively high. Friction coefficients were also evaluated from static monotonic tests. Static friction coefficients were estimated from loaddisplacement (load-disp.) curves. The method consisted in detecting the load peak or the curve slope variation, the latter being useful for load-disp. curves with abrupt slope variation. In other cases, the slope variation was softer or for some cases some vibration occurred and therefore the correct detection of peak load was not possible. In these cases, the minimum values were considered to identify the starting of sliding. Tab. 5 shows the results and can be verified that the slip factor according the slip tests is very different when compared with average friction coefficients according to the static/monotonic tests. However, according to Picard [14] for steels without special treatment, the average slip coefficient is 0.33 for most of steels, being able to occur values around 0.23. These slip factor values are characteristic of steels provided by clean mills. In addition, for surfaces as rolled, the slip factors could be 0.20, according to EN 1090-2 [8] . As regards the steel submitted to hot-dip galvanizing process (zinc coating), the average slip values from slip and static tests are within the interval from 0.08 to 0.36 [14] , validating the approach assumed initially. The friction coefficient values I obtained from static tests are lower than specimens without coating due the presence of soft zinc layer that tends to act like a lubricant. The high value of slip factor in zinc coated specimens may be caused by the surface treatment processes that the specimen was subjected before galvanizing process, and/or the effect of the decrease of the thickness that increases the coefficient of friction, which according to Picard [14] The load-displacement experimental results from the static monotonic tests are showed in Fig. 6 . From Fig. 6 one verifies that the increase of thickness induces greater failure loads as expected, however the increasing of failure loads is greater on specimens with 4+4 bolts than in specimens with 1+1 bolts. The comparison of the geometries show a large difference in the maximum displacements due to the different failure modes verified. The 4+4 bolted connections failed in the net cross-section of the first two holes, while the 1+1 bolted connections presented shear fracture and shear with splitting fractures for S355MC and S350GD steel grades, respectively. Regarding the preload level applied on bolts, Fig. 6A shows that the preload level is the important factor to increase the sliding load, however it is also possible to see that the increase of preload has some influence on ultimate failure load (Fig. 6B) . Fig. 6 also includes a comparison between experimental and numerical curves and there are some differences on initial behaviour corresponding to the sliding of joint. These differences are due to the complexity of the friction phenomenon and therefore a detailed analysis is necessary to characterize the friction behaviour correctly. From Fig. 6A , we may verify that S355MC specimens present a sticking/sliding effect as well as S350GD with zinc coating plus painting; specimens made of S350GD with zinc coating the sticking/sliding effect is not clear. This aspect is extremely important to the real representation of friction behaviour of the joint. However, it should also be highlighted that the associated errors for friction coefficient did not influence the final behaviour for lower bolt preload levels; but the friction coefficient may have a significant influence for higher bolt preload levels, if the thickness is small enough, like the specimens with 2mm thickness. From Fig.6B we can verify that for specimens with 3mm thickness, the failure load is greater for uncoated steel. However, for specimens with 2mm thick plates, the failure load is greater for specimens with zinc coating. In addition, it verifies that the difference between ultimate loads of specimens with zinc plus paint coating and only zinc coating is very small, allowing to conclude that the paint do not influence the strength of the connections. The numerical results were very satisfactory on predicting the ultimate loads, with a maximum error of 8.68% on specimen made of S350GD, with 2mm thick plates and preloaded bolts. About experimental tests, the maximum deviation of results occurred for specimen S355MC (uncoated) with 3mm thick plates and 1+1 configuration and preloaded bolts. It is also possible to verify that the greatest CoV was verified for specimens with preloaded bolts, reinforcing the idea that for higher preload values, the dispersion of results is greater. Tab. 6 compares the experimental and estimated failure loads where the maximum values of CoV and Error are in bold figures. A set of experimental and numerical load-displacement curves were chosen to explain in detail the friction and mechanical behaviour of bolted joints. Fig. 7 illustrates the multiple bolted joints behaviours made of S350GD steel with zinc coating plus painting until the moment that plate starts to yielding. These curves were chosen because they are representative of the behaviour of all studied specimens (single and multiple bolts for all preload ranges). Also there was a good agreement between the numerical and experimental curves. Initially, specimens were assembled in such a way to allow the maximum possible sliding (1). From (1), the load increases and the static friction coefficient prevails until (a). After (a), the friction coefficient decreases to the dynamic friction coefficient and consequently, the recorded load decreases, becoming almost constant until the contact between the middle plate and the bolt shank is established (2) . Then the load increases again due to slippage resistance of fastening set until the applied load exceed the total friction load (b), inducing the movement of middle plate and fastening bolt until disappearing all gaps (3) and the load increases due to deformation of middle plate (4) until its failure. It is worth noting that the two load plateaus visible in Fig. 7 are similar to the ones observed by Rodrigues et al. [1] . The only difference is that in the current research two friction coefficients ( stat µ and dyn µ ) are used, which induces extra oscillations in the reaction loads [1] . Comparing the experimental and numerical curves, it is noted that there are differences between experimental and numerical friction behaviours. Firstly, there is a difference between instant the gaps disappeared. Theoretically, the gap is equal to 4 mm for each side of specimen, resulting on 8 mm, but only after about 6 mm of experimental displacement there is again an increasing of load. This fact may be explained by the contact of the plates hole surfaces with bolt threads, some little slippages on the grips and the deformation of plates. In other hand, in the numerical model the instant when the load increases again corresponds to a displacement of about 4 mm due only to the deformation of plates because the connection between grips and specimens is perfectly rigid and the bolt shank was modelled using the nominal diameter. Secondly, it is noted that there are two peak loads related to sliding of middle plates in relation to cover plates. This behaviour is due to inexistence of symmetry of specimen in both sides, inducing slippages in different testing time. These slippages in different testing time also occurred in slip tests. Inversely, the numerical model was only modelled ¼ of specimen and because for that simplification; it only appears one peak load in numerical load-displacement curve. As regards failure modes, Fig. 8 compares four distinct cases that were observed and modelled for 1+1 and 4+4 bolted joints. Fig. 8 shows that the numerical model can predict the failure location, as given by the equivalent plastic strain fields. Nevertheless, the numerical model does not use any damage approach (only plasticity), therefore it does not model the final cracking observed in experiments. The plasticity model predicts a plastic strain localization that results in strength reduction even before the final cracking. For the multiple bolted joints, this plastic strain localization is revealed with a more evident necking aspect. From Fig 8A and B (1+1 bolted joints) one verifies that the failure modes occurring on specimen of S355MC is by shear fracture; for specimen of S350GD steel the failure modes is a combination of shear and end splitting fracture. Regarding to 4+4 bolted joints, it is verified the same failure mode, where the crack begins between the first two holes. In addition, it was also verified that the bolts closer to end of the cover plate are more subjected to loading than the bolts near the symmetry plane. Fig. 8 also shows necking on net-section for the 4+4 bolted joints. From strain plots, one verifies that the numerical models can be appropriate to model the ultimate loads, reproducing local plastic strain fields similar to experimental results, being consistent with the critical points where the crack normally begins. Similar predictions of the failure models for bolted joints with thin plates were also obtained by He and Wang [15] using exclusively a plasticity model. This result was also validated by some of the authors of this paper in a previous publication [1] . In order to stablish a relationship between the geometry of single and multiple bolted connections and their fracture mode, the ratio between hole distances and hole diameter was calculated and compared with the definition of the bearing resistance proposed by Može and Beg [16] . Može Table 7 : Geometric ratios between hole distances and hole diameter for single and multiple bolted connections.
Steel
CONCLUSIONS
he purpose of this research was to evaluate the bolted connections behaviour including ductility, strength and slip factors. Firstly, it was verified a high variation on slip factors (slip tests) for each test performed with a maximum coefficient of variation value of 21.65%. The slip tests revealed the lowest slip factor for the painted specimens, followed by the uncoated specimens, and the higher slip factor was verified for the zinc coated specimens. The comparison of the friction coefficients obtained with the slip and static tests showed significant deviations that may be partially justified by deviations in the coating processes including the coating thicknesses. The slip factors evaluated according to the EN 1090-2 standard should be preferable instead of using the static monotonic tests, since the first tests produced results that are more conservative. The static/monotonic tests showed that the increase of thickness increases significantly the failure load and that high preloads increases the sliding loads. However higher preloads have not much influence on failure modes. In addition, it was possible to verify that the 4+4 bolted joints are stiffer than 1+1 bolted joints but reversely the limit displacements of single bolted connections are greater than observed for multiple bolted connections. The experimental results showed a higher coefficient of variation on ultimate loads for specimens with preloaded bolts. Performed numerical simulations allowed understanding that for low preload levels, the friction coefficient value is not very significant, but it may have important influence for high preloads and low thicknesses. For these reasons, the friction behaviour law should be properly modelled, taken into account the objectives and accuracy desired. The numerical results were very satisfactory with a maximum error of 8.7% in the ultimate loads estimation. Finally, from numerical simulations was possible to predict the failure location and ultimate loads without the use of a damage model, but only from detection of the peak load which occurs due the necking. Single bolted connection specimens without coating (355MC steel grade) showed only shear fracture, however single bolted connection specimens with zinc coating or zinc plus paint coating (350GD steel grade) showed two possibilities, shear and/or splitting fractures. As regards to multiple bolts connection, it was only verified fracture through net cross-section. 
